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U ATE OF PREP (Approved by U.S. Department of Labor “Essentlaily Similar” to Form OSHA-20) 9 K\)\/\\

. 0p 09858700
f MATERIAL SAFETY DATA SHEET <2' >

FOR COATINGS, RESINS AND RELATED MATERIALS

JULY 1983

Section | . \g ‘A\B\)‘ o"\\ Zyg

MANUFACTURER'S NAME BOSTTK WEST/DIVISION OF USM CORPORATION/EMHART

STREETADDRESS 20846 SOUTH NORMAMNDIE AVENUE CITY.STATE, AND ZIP CODE TORRANCE, CALIFQO

.,
EMERGENCY TELEPHONE NO. (213) 320-6800 '

.

v

PRODUCT CLASS EPOXY - MANUFACTURERS CODE IDENTIFICATION  453-3-121
DPM 110-7511 SEMI-GLOSS SUNLIGHT CATALYST: CA-118 )
TRADENAME  BOSTIK - MIX RATIO: 3 parts 453-3-121 (base)
to 1 part CA-118 by volume.

Section Il — HAZARDOUS INGREDIENTS

TWVV
WEREDIENT 453-3-121 (BASE ONLY) Cas NO. | FRerE\T peM o/ et | pRessure
METHYL ETHYL KETONE 78-93-3 25-30 200 1.8 70
CELLOSOLVE ACETATE 111-15-9 5-10 100 1.7 2
N. BUTYL ACETATE 123-86-4 5-10- | 150 1.7 8
TOLUENE 108-88-3 I&: 200 1.2 22
XYLENE o 1330-20-7 <5 | 100 1.0 7
BUTYL CELLOSOLVE 111-76-2 <5 50 1.1 1
N.-BUTYL ALCOHOL : | 71-36-3 <1 100 1.7 4
CHROMIUM COMPOUNDS AS: -
. cr 13765-19-0]  ¢0.01] - *0.05 - -
Pb 17758-97-6]  ¢0.01] - *0.05 - -
* OSHA, 8 hrs TWA
Section Il — PHYSICAL DATA
BOILING RANGE  176° - 340° F ‘ VAPOR DENSITY @ HEAVIER ﬁ LIGHTER, THAN AIR
EVAPORATION RATE D FASTER [E SLOWER:THAN ETHER _ ;s%gEEL\éOLATILE 68 . 2% gEIL(Eg'IN'PER 9 . 9 -I bS
Section IV — FIRE AND EXPLOSION HAZARD DATA
borcarzcony RED LABEL, FLAMMABLE | L MIN.) 939F TAG CLOSED CUP o 1.0

EXTINGUISHING mepia  EXCLUDE AIR - USE FOAM, 0y, STEAM, WATER FOG, DRY CHEMICALS.
: ' DO NOT USE WATER.

UNUSUAL FIRE AND Ex‘;’LOSION HAZARDS VAPOR FORMS EXPLOSIVE MIXTURE WITH AIR BETWEEN
’ UPPER AND LOWER EXPLOSION LIMITS.

SPECIAL FIRE FIGHTING PROCEDURES DO NOT USE WATER, EXCLUDE AIR, USE VATER SPRAY TO
COOL FIRE EXPOSED SURFACES AND TO PROTECT PERSONNEL.

BOE-C6-0208022



Section V — HEALTH HAZARD DATA

THREsHOLDLIMITVALUE  ©  See Section II ‘
EFFECTSOFOVERExPOSURE @ Headache, nausea, dizziness. Breathing vapor will be irritating to nose,
throat and eyes. _

Emergency and first aid procedures: Skin Exposure: Wash affected area with soap & water.
- Eye Exposure; Flush with water for at least 15 minutes, consult physician,

. Ingestion: Consult physician immediately.

i Inhalation: Remove victim to fresh air, consult physician.

Section VI — REACTIVITY DATA

staBity [ ] unstaBLe KX sTasLE CONDITIONSTOAVOID : Storage at high temperatures.
Incompatability(Materials to avoid): Strong oxidizing agents. - Sparks and- ‘open flame.

Hazardous Decomposition Products: On combustion CO, COZ, Aldehydes and other organics, lead fumes
oxides of nitrogen. :

HAZARDOUS POLYMERIZATION [} MAYocCUR  [XXR WiLL NOT OCCUR
CONDITIONS TO AVOID

Section VIl — SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED ¢ Eliminate sources of ignition and clear fumes from arec

Prevent 1jquid from entering sewers, water sources, or low areas .Keep .ynnecessary personnel

away. hu%qo}Q source, if pgss1g?e £0"36%5o w1¥ﬁouﬁ Razand. ontain sB1¥Te8 ?1qu1¥ R5ER sawdust,

sand or oil absorbing compound. Wash area with detergent & water. :

WASTE DISPOSAL METHOD . ) L . . :
Consult disposal expert & ensure conformity with local regulations.

Section Vil — SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION . |Jse approved respiratory protection such as an air-supplied mask 1f used 1in
non-ventilated area. :

Mechanical: Explosion-proof ventilation equipment. No smoking or open lights.

ventTiLation @ Face ve]ocity:>60 fpm in confined area.

Protective gloves; Chemjcally resistant'gloves; :
. EveprotecTion? Chemical splash goggles or face shield. .

OTHERPROTECTIVE EQuIPMENT :  Eye bath & safety shower.

Section IX — SPECIAL PRECAUTIONS

PRECAUTIONSTO BE TAKEN (N HANDLING AND STORING Keep containers closed when not in use. Do Not handle or
store near flame, heat or strong oxidants. Adequate ventilation required. Containers of this
prodyct may be hazardous when emptied - these containers retain product residues ( vapor, liquid,
OTHER PRECAUTIONS etc

A1l handling equipment should be electrically grounded. Treat as a very flammable Tliquid.

At

Lee A. Dickinson
Technical Service Manager

BOE-C6-0208023



) ‘ ep078£/00
- MATERIAL SAFETY DATA SHEET

FOR COATINGS, RESINS AND RELATED MATERIALS

DATE OF PREP J ULY 1983 I (Approved by U.S. Department of Labor “Essentiaily Similar” to Form OSHA-20)

Section !

MANUFACTURER'S NAME BOSTIK WEST/DIVISION OF USM CORPORATION/EMHART

STREETADDRESS 20846 SOUTH NORMANDIE AVENUE CITY.STATE.AND2IPCODE TORRANCE, CALTFORNIA 90502

EMERGENCY TELEPHONE NO. (213) 320-6800

rrooucT cuass EPOXY _

- ' . MANUFACTURERS CODE IDENTIFICATION 453-3-110
DPM_110-7510 wlus WHiTe - i~ CATALYST: CA-118 ,
TRADENAME  BOSTTK Guoss MIX RATIO: 3 parts 453-3-110 (base)

to 1 part CA-118 by volume.

Section Il - HAZARDOUS INGREDIENTS

INGREDIENT 453-3-110 (BASE ONLY) CAS NO. P(Evi;;l.srin ' . T o LEL b APOR
METHYL ETHYL KETONE 78-93-3 | 15-20 200 1.8 70
BUTYL ACETATE 123-86-4 5-10 150 1.7
XYLENE | 1330-20-7 &5 100 1.0 7
TOLUENE 108-88-3 {5 200 1.2 22
CELLOSOLVE ACETATE 111-15-9 45 100 1.7 2
BUTYL CELLOSOLVE 111-76-2 <5 50 1.1
BUTYL ALCOHOL - 71-36-3 {1 100 1.7 4

Section Ill — PHYSICAL DATA

BOILING RANGE  176° to 340°F ‘ VAPOR DENSITY @ HEAVIER E LIGHTER, THAN AT
EVAPORATION RATE D FASTER [:E SLOWER. THANETHER  PERCENTVOLATILE 63.71 WEIGHT PeR 10.2 Tbs

Section IV — FIRE AND EXPLOSION HAZARD DATA
oorcarecory ~ RED LABEL, FLAMMABLE Fu(sl\u-icl}clﬁn)r 23° F TAG CLOSED CUP tee 1.0

sxtinguisHing mepta  EXCLUDE AIR - USE FOAM, (05, STEAM, WATER FOG, DRY CHEMICALS.
' DO NOT USE WATER.

JNUSUAL FIRE AND EXPLOSION HAZARDS  YAPOR FORMS EXPIOSIVE MIXTURE WITH AIR BETWEEN

UPPER AND LOWER EXPIOSICN LIMITS.

SPECIAL FIRE FIGHTING PROCEDURES DO NOT USE WATER, EXCLUDE AIR, USE VATER SPRAY TO .
COOL FIRE EXPOSED SURFACES AND TO PROTECT PERSONMNEL.

BOE-C6-0208024



Section V — HEALTH HAZARD DATA

THRESHOLOLIMITVALLUE ¢ See Section II ’ . .
EFFECTSOFoverexposure @ Headache, nausea, dizziness. Breathing vapor will be irritating to nose,
throat and eyes.

Emergency and. first aid procedures: Skin Exposure: Wash affected area with soap and water,

Eye Exposure; Flush with water for at least 15 minutes, consult physician,
Ingestion: Consult physician immediately.
Inhalation: Remove victim to fresh air, consult physician.

Section VI — REACTIVITY DATA

staBiTY [ unstasLe  fXXKSTABLE conoimionsToavoid : Storage at high temperatures.
Incompatability(Materials to avoid): Strong oxidizing agents, Inorganic acids Sparks & Open
Flame

Hazardous Decomposition Products:'f'On combustion CO, C0,, Oxides of nitrogen.

HAZARDOUS POLYMERIZATION [} MAv OCccuR WILL NOT OCCUR

CONDITIONS TO AVOID

Section VIi — SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED ¢ E1Tminate sources of 1gnition and clear Tumes from
area . Prevent liquid from entering sewers, water sources, or low areas. Keep unnecessary

personnel away. Shut off source, if ﬁossible to_dp so without hazard. Contain spilled liquid wit!
sawdust or oil absorbing compound. Wash area with detergent & water.
WASTE DISPOSAL METHOD

Consult disposal expert and ensure conformity with local reqgulations.

Section VIl — SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION :  [S@ @pproved Tespiratory protection such as an air~-supplied mask i1F used in
non-ventilated area.

Mechanical: Explosion-proof ventilation equipment. No smoking or open lights.

venTiation . Face velocity > 60 fpm in confined area.

Protective Gloves: Chemically resjstant $]oves."

eveprotection ¢ Chemical splash”goggles or Face shield

OTHER PROTECTIVE EQUIPMENT : Eye bath & safety Shower".

Section IX — SPECIAL PRECAUTIONS - I

P?ECAU”O“STOBETAKH“NHANDUNGANDSTOWNG: materia1 is sensitive to moisture & should be kept in ;
tightly closed containers. Do Not handle or store naa flame, heat pr stron 9xjfants. = Adequate |
ventilation r qu1re8. Containers.of this product may be hazartdous when emptie ese containers

¢k residues apor, 1iquid, etc).

Ao By e

AT1 handling equipment should be electrically grounded. Treat as a very flammable liquid.

Lee A. Dickinson :
Technical Service Manager

BOE-C6-0208025



| | oA 098800
MATERIAL SAFETY DATA SHEET

FOR COATINGS, RESINS AND RELATED MATERIALS

(Approved by U.S. Department of Labor “Essentially Similar” to Form OSHA-20)
DATE OF PREP
. JULY 1983 l

Section| . :

MANUFACTURER'S NAME BOSTIK WEST/DIVISION OF USM CORPORATION/EMHART

STREETADDRESS 20846 SOUTH NORMANDIE AVENUE CiTY.STATE.ANDZIPCODE TORRANCE, CALIFORNIA 90502

EMERGENCY TELEPHONE NO. (213) 320-6800

SE
PRODUCT CLASS EPOXY MANUFACTURERS cODE ipenTiFication  453-3-112

DPM 110-7244 DK BEIGE - Sgyy/ -&Llos's CATALYST: CA-118 .
TRADENAME BOSTIK -& o MIX RATIO: 3 part 453-3-112 (base)
to 1 part CA-118 by volume.

Section Il - HAZARDOUS INGREDIENTS

INGREDIENT  453.3-112 (BASE ONLY) CAS NO. | rEncENT o o LeL D VAPOR
METHYL ETHYL KETONE 78-93-3 20-25 200 1.8 70
CELLOSOLVE ACETATE 111-15-9 5-10 100 1.7 2
BUTYL ACETATE 123-86-4 5-10 150 1.7
TOLUENE 108-88-3 <5 200 : 1.2 22
XYLENE 1330-20-7 | (5 100 1.0 7
BUTYL CELLOSOLVE 111-76-2 <5 50 1.1
BUTYL ALCOHOL 71-36-3 <1 100 1.7 4

Section Il — PHYSICAL DATA

BOILING RANGE 1960 1+ 340° F VAPORDENSITY  [XX]HEAVIER  |__] LIGHTER.THAN AIR
EVAPORATION RATE D FASTER @ SLOWER, THAN ETHER PERCENT VOLATILE WEIGHT PER
: BY VOLUME 64.7%  GALLON 10.0 1bs

Section IV — FIRE AND EXPLOSION HAZARD DATA
J0T caTEGORY RED LABEL, FLAMMABLE e 23° F TAG CLOSED CUP e 1.0

=xTiNnGuisHingMeoia  EXCLUDE ATR - USE FOAM, COp, STEAM, WATER FOG, DRY CHEMICALS.
’ DO NOT USE WATER.

IJNUSUAL FIRE AND EXPLOSION HAZARDS VAPOR FORMS EXPI.OSIVE MIXTURE WITH AIR BE'IVJEEN
' UPPER AND LOWER EXPIOSION LIMITS.

SPECIAL FIRE FIGHTING PROCEDURES DO NOT USE WATER, EXCLUDE AIR, USE VATER SPRAY TO
COOL FIRE EXPOSED SURFACES AND TO PROTECT PERSONNEL.

— —_ A ,....,W.H
- S BOE-C6-0208026




Section V — HEALTH HAZARD DATA
THRESHOLD LIMITVALUE ; See Section II
EFFECTSOF overexposure -« Headache, nausea, dizziness.
throat and eyes.

Breathing vapor wil] be irritating to nose,

Emergency and first aid procedures: Skin Exposure: Wash affected area with soap and water,

Eye Exposure; Flush with water for at least 15 minutes, consult physician,
Ingestion: Consult physician immediately.

Inhalation: Remove victim to fresh air, consult physician.

.

Section VI — REACTIVITY DATA

staBity  [7] unstasLe  fXXKsTasLE ConpITIONsTOAvolD ¢ Storage at high temperatures.
Incompatability(Materials to avoid): Strong oxidizing agents, Inorganic acids Sparks & Open

_ -~ Flame
Hazardous Decomposition Products: On combustion CO, €0y, Oxides of nitrogen.

HAZARDOUS POLYMERIZATION [ ] mavoccur WILL NOT OCCUR
CONDITIONS TO AVOID

Section VIl — SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED :  ET1Minate SOUrces oT 1gnition and clear Tumes from
area . Prevent liquid from entering sewers, water sources, or low areas. Keep unpecessary .
personnel awa*. Shut off source, if ﬁoss1b1e to dp so without hazard. Contain spilied liquid wit
sawdust or 0i & -

absorbing compound. Wash area wit detergent & water.
WASTE DISPOSAL METHOD

Consult disposal expert and ensure conformity with local regulations.

Section VIl — SPECIAL PROTECTION INFORMATION

Use approved respiratory Protection sgch as an air-supplied mask if used in
non-ventilated area.

RESPIRATORY PROTECTION M

Mechanical: Explosion-proof ventilation equipment. No smoking or open lights.

ventation: Face velocity » 60 fpm in confined area.

Protective Gloves: Chemically resistant loves, -
eveprotection :  Chemical splash”goggles or Face shield

OTHER PROTECTIVE EQUIPMENT * Eye bath & safety shower.

Section IX — SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING aterial is sensitjve to moisture & should be kept in
tightly closed containers. Do Not handve P

vent]latiog r qu1reg. C n6a1ners of this %F 838¥Em2§a5ef%2?gﬁd282tw gnsgﬁggqegx%ﬁants. fdequate
Qgggagn ro gg residues ? a e c?.

1 ese containers
CAUTI por, liquid,

A1l handling equipment should be electrically grounded. Treat as a very flammable 1iquid.

Lee A. Dickinson
Technical Service Manager

BOE-C6-0208027



) ‘ AHOGEE/00
- MATERIAL SAFETY DATA SHEET

FOR COATINGS, RESINS AND RELATED MATERIALS

.8, - ilar” A-20
DATE OF PREP (Approved by U.S. Department of Labor "Essentially Similar” to Form OSH )
JULY 1983 |

Section |

MANUFACTURER'S NaME BOSTIK WEST/DIVISION OF USM CORPORATION/EMHART

STREETADDRESS 20846 SOUTH NORMANDIE AVENUE CITY.STATE.ANDZIPCODE TORRANCE, CALIFORNIA 90502

EMERGENCY TELEPHONE NO. (213) 320-6800

PRODUCTCLASS  EPQOXY %A‘SE: : MANUFACTURERS CODE IDENTIFICATION 453-3-113
DPM 110-7241 LT, BEIGE SEMI- GLOSS CATALYST: CA-118
TRADENAME  BOSTIK MIX RATIO: 3 parts 453-3-113 (base)

to 1 _part CA-118 by volume

Section Il — HAZARDOUS INGREDIENTS

INGReDIENT  453-3-113 (BASE ONLY) CAS NO. PEE“?;F.ESJT oou Tw s LEL PRESSURE
METHYL ETHYL KETONE 78-93~3 20~25 200 1.8 70
CELLOSOLVE ACETATE 111-15-9 5-10 100 1,7 2
BUTYL ACETATE 123-86-4 <5 150 1.7 8
BUTYL CELLOSOLVE 111-76-2 g 50 1.1 1
XYLENE 1330-20-7 5 100 1.0 7
TOLUENE 108-88-3 200 1.2 22
BUTYL ALCOHOL 71-36-3 < 1 100 1,7 4

Section 1l — PHYSICAL DATA
BOILING RANGE 176° to 3400 F VAPOR DENSITY @ HEAVIER D LIGHTER. THAN AIR
EVAPORATION RATE D FASTER [E SLOWER, THAN ETHER PERCENT VOLATILE WEIGHT PER
. BY VOLUME 64 3% GALLON 10 ) 2 ,' bs

Section IV — FIRE AND EXPLOSION HAZARD DATA

potcarecory RED LABEL, FLAMMABLE FLA(SDEIF}\é;hzT 23° F TAG CLOSED Cup et 1,0

ZXTINGUISHING MEDIA EXCLUDE AIR -~ USE FOAM, C02, STEAM, WATER FOG, DRY CHEMICALS.
' DO NOT USE WATER.

JNUSUAL FIRE AND EXPLOSION HAZARDS  yAPOR FORMS EXPLOSIVE MIXTURE WITH ATIR BETWEEN
‘ UPPER AND LOWER EXPIOSION LIMITS.

SPECIAL FIRE FIGHTING PROCEDURES DO NOT USE WATER, EXCLUDE AIR, USE WATER SPRAY TO
COOL FIRE EXPOSED SURFACES AND TO PROTECT PERSOMNEL.

- , T T e BOE-C6-0208028



Section V — HEALTH HAZARD DATA

THRESHOLDUIMITVALUE ; See Section II : .
EFFECTSOF Ooverexposure : Headache, nausea, dizziness. Breathing vapor will be irritating to nose,
throat and eyes.

Emergency and first aid procedures: Skin Exposure: Wash affected area with soap and water,

Eye Exposure; Flush with water for at least 15 minutes, consult physician,
Ingestion: Consult physician immediately.
Inhalation: Remove victim to fresh air, consult physician.

Section VI — REACTIVITY DATA

staBILITY [ ] unstaBLle  fXXKSTABLE conpimionstoavol @ Storage at high temperatures.
Incompatability(Materials to avoid): Strong oxidizing agents, Inorganic acids Sparks & Open

: Flame
Hazardous Decomposition Products: On combustion CO, C0,," Oxides ‘of nitrogen.

HAZARDOUS POLYMERIZATION [ ] MAYOCCUR WILL NOT OCCUR
CONDITIONS TO AVOID

Section VIl — SPILL OR LEAK PROCEDURES

STEPSTOBE TAKEN IN CASE MATERIAL IS RELEASEDORSPILLED : L1iminate Sources oF ignition and ClTear Tumes from
area . Prevent liquid from enterjing sewers, water sources, or low areas. Keep unneces ary

personnel away. Shut off source, if ﬁoss1b1e to dp so without hazard. Contain spilled Tiquid wit

sawdust or oil absorbing compound. Wash area wit detergent & water.
WASTE DISPOSAL METHOD

Consult disposal expert and ‘ensure conformity with local regulations.

Section VIl — SPECIAL PROTECTION INFORMATION

AESPIRATORvPROTECTION :  Use approved Tespiratory protection such as an air-supplied mask it used in
non-ventilated area.

Mechanical: Explosion-proof ventilation equipment. No smoking or open 1lights.

ventitation :  Face velocity > 60 fpm in confined area.

Protective Gloves: Chemically resistant gloves. -
everrotecTion ¢ Chemical splash” goggles or face shield

OTHER PROTECTIVE EQUIPMENT ° Eye bath & safety shower".-

Section IX — SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING ; *ateria] is sensitjve to mojsture & should be kept in
tightly closed containers. Do Not handle gr store near flame, heat pr stronq 8x%ﬁants. Adeﬂuate
vent11at1og r qu1reg. C?n§a1ners of this Er? uct may be hazardous when emptie ese containers
Qggg;gﬁgggfggi residues apor, liguid, etc).

A1l handling equipment should be electrical]y grounded. Treat as a very flammable liquid.

/AN

Lee A. Dickinson
Technical Service Manager

-~ Ve

BOE-C6-0208029



4R 0988100
MATERIAL SAFETY DATA SHEET

FOR COATINGS, RESINS AND RELATED MATERIALS

_-====ﬁ A 8. ' " ilar A-
DATE OF PREP JULY 1983 (Approved by U.S. Department of Labor "Essentlally Similar” to Form OSHA-20)

Section!

MANUFACTURER'S NAME BOSTIK WEST/DIVISION OF USM CORPORATION/EMHART

STREETADDRESS 20846 SOUTH NORMANDIE AVENUE CITY.STATE.ANDZIPCODE TORRANCE, CALIFORNIA 90502

EMERGENCY TELEPHONE NO. (2___13 320-6800
propucTcLass EPOXY @ : MANUFACTURERS CODE IDENTIFICATION 49373218

'DPM_110-0136 SEMI GLOSS W ﬁ?TALY?}S C§n118t 453-3-218 (base)
’ X RATIO: 3 parts -3~ ase
TRADENAME - BOSTIK to 1 part CA-118 by volume

Section Il — HAZARDOUS INGREDIENTS

INGREDIENT  453-3-218 (BASE ONLY) s No. | rgmesw | Y LeL Ol
METHYL ETHYL KETONE 78-93-3 | 15-20 200 1.8 70
BUTYL ACETATE 123-86-4 | <5 150 1,7 8
TOLUENE | 108-88-3 | ¢5 200 1.2 22
XYLENE 1330-20-7 | (5 100 " 1.0 7
CELLOSOLVE ACETATE 111-15-9 <5 | 100 | w7 2
BUTYL CELLOSOLVE 111-76-2 | <5 50 1.1 1
BUTYL ALCOHOL 71-36-7 (! 100 1.7 4

Section 11l — PHYSICAL DATA

BOILING RANGE 176° to 340° F v VAPOR DENSITY @ neavier [ ] LIGHTER.THA& AIR
EVAPORATION RATE D FASTER @SLOWER.‘THAN ETHER PERCENT VOLATILE 63.9% WEIGHT PeR 10.2 bs

Section IV — FIRE AND EXPLOSION HAZARD DATA
oot cateGoRrY RED LABEL, FLAMMABLE FLA(sDaIng)T 23'_°F TAG CLOSED CupP e 1.0

axTinGuisHing mepia  EXCLUDE ATR - USE FOAM, QOp, STEAM, WATER FOG, DRY CHEMICALS.
' DO NOT USE WATER.

JNUSUAL FIRE AND EXPLOSION HAZARDS VAPOR FORMS EXPIOSIVE MIXTURE WITH AIR BE'I_V]EEN
' UPPER AND LCWER EXPLOSION LIMITS.

JPECIAL FIRE FIGHTING PROCEDURES DO NOT USE WATER, EXCLUDE AIR, USE WATER SPRAY TO
COOL FIRE EXPOSED SURFACES AND TO PROTECT PERSCMNEL.

BOE-C6-0208030



Section V — HEALTH HAZARD DATA
THRESHOLDLIMITVALUE ;  See Section II
EFFECTSOFOoveRrexposure : Headache, nausea, dizziness.
throat and eyes.

Breathing vapor will be irritating to nose,

Emergency and first aid procedures: Skin Exposure: Wash affected area with soap and water,

Eye Exposure; Flush with water for at least 15 minutes, consult physician,
Ingestion: Consult physician immediately.

Inhalation: Remove victim to fresh air, consult physician.

-

Section Vi — REACTIVITY DATA

svaBity [ JunstaBLe  fXXKSTABLE conoimonstoavold ;  Storage at high temperatures.
Incompatability(Materials to avoid): Strong oxidizing agents, Inorganic acids Sparks & Open

- . Flame
Hazardous Decomposition Products: On combustion CO, C0,, Oxides of nitrogen.

HAZARDOUS POLYMERIZATION  [] mavoccuR WILL NOT OCCUR
CONDITIONS TO AVOID

Section VIl — SPILL OR LEAK PROCEDURES :
STEPSTO BE TAKEN IN CASE MATERIAL IS RELEASED ORSPILLED : Eliminate SOUrces of 1gnition and cTear Tumes from
area . Prevent liquid _from entering sewer

] 2 ?, water sources, or low areas. Keep unnecessary . .

personnel away. Shut off source, if possible to_dp so without hazard. Contain spilled liquid wit
sawdust or oil absorbing compound. Wash area wit detergent & water. -
WASTE DISPOSAL METHOD

Consult disposal expert and ensure conformity with local regulations.

Section VIl — SPECIAL PROTECTION INFORMATION

Use approved respiratory protection such as an air-supplied mask it used in
non-ventilated area.

RESPIRATORY PROTECTION .

Mechanical: Explosion-proof ventilation equipment. No smoking or open lights.

venmiation : Face velocity » 60 fpm in confined area.

Protective Gloves: Chemically resjstant $]oves.}'
eveprotection ¢ Chemical splash goggles or face shield

OTHER PROTECTIVE EQUIPMENT * Eye bath & safety shower'.

Section IX — SPECIAL PRECAUTIONS

P?ECAU“ONSTOBE‘AKH“NﬁANDUNGANDSTomNG: material is sensitive to mojsture & should be kept in
tightly closed containers. Do Not handle or store near flame, heat or stronq 8x%ﬂants. Adeﬂuate
vent]]at1og r qu1reg. C n§a1ners of this @r ucE may be hazardous when emptie ese containers
RERAN.DNoQucE "resdies apor, 1iquid, etc).

A1l handling equipment should be electrically grounded. Treat as a very flammable liquid.

~

Lee A. Dickinson
Technical Service Manager

BOE-C6-0208031



’. MATERIAL SAFETY DATA SHEET */%7%7/%¢

FOR COATINGS, RESINS AND RELATED MATERIALS V}\ m‘\"% /Q

OATE OF PREP | JULY ]_983 (Approved by U.S. Department of Labor “Essentially Similar” to Form OSHA-2 9?/ {{<§;{\, ,5' @
=4 r"{ fa % 3 -“_
] R o\
Section | & N Pt
MANUFACTURER'S NAME BOSTIK WEST/DIVISION OF USM CORPORATION/EMHART : SR ‘\:\g;,‘i‘?%}g:\* 2
STREETADDRESS 20846 SQUTH NORMAMNDIE AVENUE CITY.STATE.AND ZIP CODE TORRANCE, CAL 7
EMERGENCY TELEPHONE @-6800 .
S E
propuctclass  EPOXY &A’ MANUFACTURERS CODE IDENTIFICATION 453-3-162
DPM-110-0131 SEMI GLOSS WHITE CATALYST: CA-118 ( )
: ' T MIX RATIO: 3 parts 453-3-16 (base)-
TRADENAME ~ BOSTIK : to 1 part CA-118 by volume
Section Il — HAZARDOUS INGREDIENTS
INGRE T . VAPOR
"N 453-3-162 (BASE ONLY) CAS NO. [ FREgeNT -~ marts e PRESSURE
METHYL ETHYL KETONE 78-93-3 15-20 200 1.8 70
N= BUTYL ACETATE 123-86-4 <5 150 1.7 8
TOLUENE 108-88-3 <5 . 200 1.2 22
XYLENE 1330-20-7 <5 100 1.0 7
CELLOSOLVE ACETATE . 111-15-9 <h 100 1.7 2
BUTYL CELLOSOLVE 111-76-2 <5 50 1.1 1
N~ BUTYL ALCOHOL 71-36-3 <1 100 1.7 4
; CHROMIUM -COMPOUNBS~AS: . S
| Crow uos 7440-47-3 < 0.01 - *0,05 - -
Pb \ead | 7439-92-1 <0.01 - *0.05 - -
i *8 HRS TWA; OSHA
Section Ill — PHYSICAL DATA
BOILING RANGE 1760 _ 340° F VAPOR DENSITY [}EZ]HEAV»ER E]UGHTER.THANMR
EVAPORATION RATE DFASTER msn.owen:mm ETHER SE%EBL?LATILE C7 ,?2; gﬂ?g;psn 10.2 1bs
Section IV — FIRE AND EXPLOSION HAZARD DATA
por carecory RED LABEL, FLAMMABLE Fugﬂfrzr 23° F TAG CLOSED Cup LEL 1.0

ExTiINGuisHiING Mmepia  EXCLUDE ATR - USE FOAM, COp, STEAM, WATER FOG, DRY CHEMICALS.
' DO NOT USE WATER.

UNUSUAL FIRE AND EXPLOSION HAZARDS  APOR FORMS EXPIOSIVE MIXTURE WITH AIR BETWEEN
' UPPER AND LOWER EXPLOSION LIMITS.

SPECIAL FIRE FIGHTING PROCEDURES DO NOT USE WATER, EXCLUDE AIR, USE VATER SPRAY TO
COOL FIRE EXPOSED SURFACES AND TO PROTECT PERSOMNEL.
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Section V — HEALTH HAZARD DATA

THRESHOLDLIMITVALUE : See Section II

ErFecTsoroverexposure :  Headache, nausea, dizziness. Breathing vapor will be irritating to nose,
throat and eyes.

Emergency and first aid procedures: Skin Exposure: Wash affected area with soap & water.
. Eye Exposure; Flush with water for at least 15 minutes, consult physician.

. Ingestion: Consult physician immediately.

. Inhalation: Remove victim to fresh air, consult physician.

Section VI — REACTIVITY DATA

sTaBiLITY [ ] unstasLe KX STABLE CoNDITIONSTOAVOID . Storage at high temperatures.
Incompatability(Materials to avoid): Strong oxidizing agents. - Sparks and ‘open flame.

Hazardous Decomposition Products: On combustion CO, €0y, Aldehydes and other organics, lead fumes
oxides of nitrogen. :

HAZARDOUS POLYMERIZATION [ ] MAavocCUR  [XXX WILL NOT OCCUR
CONDITIONS TO AVOID

Section VIl — SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED : Eliminate sources of ignition and clear fumes from area
Prevent 1jquid from entering sewers, water sources, pr low areas,..Keep.unnec ssary personnel
away. hu%qo%$ Source, TF ' Pds2ThTE 10"35%50 w1{ﬁouf Razard. " Eontain §pi7ea 307 RSt sawdust,
sand or oil absorbing compound. Wash area with detergent & water.
WASTE DISPOSAL METHOD . _ .- ) . :

Consult disposal expert & ensure conformity with local regulations.

Section Vil — SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION :  |Use approved respiratory protection such as an air-supplied mask 1f used 1in
non-ventilated area. :

Mechanical: Explosion-proof ventilation equipment. No smoking or open lights.

VEnTILATION : Face velocity:?GO fpm in confined area.

Protective gloves: Chemjcally resistant‘gloves;"
EveproTecTioN: Chemical splash goggles or face shield.

OTHERPROTECTIVE EQUIPMENT ¢ Eye bath & safety shower.

SectionIX — SPECIAL PRECAUTIONS -~

P“ECA““°NST°857AKH“NHANDUNGANDSTONNG_: Keep containers closed when not in use. Do Not handle or
store near flame, heat or strong oxidants, Adequate ventilation re§u1red. Containers of this
prodyct may be hazardous when emptied - these containers retain product residues ( vapor, liquid,
OTHER PRECAUTIONS etc

All handling equipment should be electrically grounded. Treat as a very flammable liquid.

G

Lee A. Dickinson
Technical Service Manager
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